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* A "glossy" version of standard acid etched glass.  Common acid etched "satin" glass is dull, reduces much visible light, and obscures detail of objects 
or textures seen through the glass.  The supplier of our "Bright Satin" manufactures with a multi-step etching process that allows much more detail and 
visible light/color transmittance, while the etched surface still functions to cut down the bright reflections of the dichroic innerlayer.     
 
¹ AR (Abrasion Resistant), which is a thin hardcoat applied to some plastic products.  In our use, it is mostly thin PET (Mylar).  This AR coating is quite 
impressive in that steel wool will not leave scratch marks and the surface will hold up to most interior, vertical use as a final, finished surface.    
 
² PET (PolyEthylene Terephthalate), is a thin, hard plastic film (Mylar is a brand name of PET) which, along with PETG (co-polyester) is one of the few 
plastics in which we get incredible interlaminar adhesion bonds to our laminating resins.  This allows us to make laminates that are machinable via CNC 
carbide milling, CNC Laser, tablesaw and bandsaw.  It is only available in .010 max thickness, (.014 in Satin) so we often pre-laminate several layers for 
flatter top surfaces in our Textures.  Without the AR coating, these PET laminates can be topcoated with 2K automotive urethane for interior trim, inlays, 
etc.  Edge seal with several coats, and use Bulldog adhesion promotor on face prior to 2K Urethane.  It can still delaminate with aggressive cutting 
processes or dull blades, so when cutting with a tablesaw, we recommend laminate grade negative-hook blades only, either triple chip grind or 40° ATB 
like FS Tool XL4000 series blades with a feed rate of about 1" per second.    
 
³ All of our dichroic laminations can be made opaque by laminating either Black or White PET backing layers within the lamination.  Black brings out the 
dichroic reflection color only (as seen in Red Burl, Black Sea, etc).  White shows softened reflection color and some transmitted color reflected back to 
viewer.  
 
ALL ORDERS CUSTOM MADE AND INDIVIDUALLY QUOTED TO CUSTOMER SPECIFICATIONS, VOLUMES, SUBSTRATE AND FABRICATION 
SPECS, THEREFORE THE SQUARE FOOT PRICING IS SIMPLY A GUIDE FOR ESTIMATING, AND DOES NOT INCLUDE IN-HOUSE 
FABRICATION, EDGEWORK, CRATING OR SHIPPING.  EIGHT SQUARE FOOT MINIMUM ORDER, PLEASE. 
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Dichrolam Safety 
Glass (flat, not textured) 
 
This is our Dichrolam 11, 
made with Florida tested 
and  approved 
innerlayers for mirror-flat 
laminations, no 
hammered, orange peel 
waviness like EVA 

Red dichroic or 
Green dichroic 
only.  Some 
versions can 
contain both 
dichroic colors 
for intense 
coloration.   

Clear float, Tempered, 
Heat strengthened, or 
annealed glass.   
Bright satin acid etch* 
Custom coated or Low-E 
possible.   
Triple layer glass for 
"Cracked Ice" effect - 
middle layer tempered 
and shattered 

Almost 
always 2X.  
1X for 
ultra thin 
with  AR¹ 
PET face 

1-1/2" max.  
Common makeups 
with .060" innerlayer : 
1/4" + 1/4" = 1/2" 
3/16" + 3/16" = 7/16" 
1/8" + 1/8" = 5/16" 
1/4 FT + 3/8" air 
space + 7/16 
Dichrolam for  1-1/16" 
IGU or spec 

52 x 140" 
Nearly all 
orders are 
made to 
spec size 

All production panels are made 
with our proprietary two-stage 
edge sealing process.  This 
can be seen visually as a 
narrow "edge delete" of clear 
glass around the full perimeter, 
typically 3/16" to 1/4" wide, 
where the dichroic layer stops 
short of the edge.  
$40.00 - 80.00 psf  

Dichrolam Acrylic / 
Polycarbonate (flat, not 
textured) 
 
2X PET flat laminations 
possible in our oven 
lamination process 
 
 

Red dichroic or 
Green dichroic 
only.  Some 
versions can 
contain both 
dichroic colors 
for intense 
coloration.   

Extruded / Cast acrylic is 
most common.  Thin 
laminations often made 
from Polycarbonate film. 
AR¹ coatings possible 
on both sides, based on 
availability.  P-95 is a 
plastic version of satin-
etched glass.      

Always 
1X.  
(face 
laminated, 
never 
sandwich 
laminated) 
with 
exception 
of PET  

1-1/2" max  
 
Common thickness in 
acrylic is 1/8", 3/16, 
1/4, 3/8, 1/2" etc.  
.030" is usually PC or 
PETG.   
Satin PET laminations 
are .075" thick  
 

48 x 96 to 
120" 
Special 
orders 
possible 
for lengths 
of 50' in 
PC film 

All production panels will have 
heavy dust entrapment within 
2" of leading end edge due to 
process system.  Orders from 
cut lists for sawn or laser cut 
edges will be cut around these 
or other dust defects.  Cold 
forming only, not 
thermoformable. 
$18.00 - 34.00 psf   

Dichrolam "Sea" 
Textures 
Black Sea 
Red Burl 
Red Burl Clear 
Red Burl 113 
Caribbean Burl (Red 
Burl with white backing) 
Caribbean Burl 113 
Green Burl 
Green Burl Clear 

Red, Green, 
Blue, Red 113 
dichroic layers 
only.  Black 
backing is most 
common.  No 
backing for 
clear, allowing 
transmitted 
dichroic color 

Clear float, Tempered, 
Heat strengthened, or 
annealed glass.   
Bright satin acid etch*  

 
AR PET or uncoated 
PET for machinable / 
laser cut versions, 
phenolic HPL for use 
like "Formica", and 
flexible fabric backing 

1X in 
samples, 
thinner 
tiles, and 
clear.  2X 
common 
for bar 
tops or 
large tiles.   

1-7/8" max  
Common thickness in 
1X glass is 3/16, 1/4, 
3/8, 1/2" etc.  2X 
glass is 5/8", 3/4", etc.  
Machinable in PET² is 
1/8" up to 1/4".   
Phenolic and flexible 
fabric backed is 3/32" 
 

24 x 96 to 
120" 
Special 
orders 
possible 
for widths 
up to 36".  
Narrow 
strips 
available 
for inlays 

This Dichrolam product is hand 
made in a completely different 
method from any of our other 
laminates, hence the width 
limitation.  Patterns are hand 
made in-house, completely 
random like fine granite or 
burled wood.   
 
$75.00 - 129.00 psf 
$37.00 -  65.00 (Phenolic, 
epoxy, flexible fabric)  

Dichrolam Textures 
Long Wave 
Short Wave 
Cobblestone 
Bubbles 
Dune 
Custom patterns (molds 
made to custom design) 
 

Clear, Red and 
Green dichroic,  
Opaque 
metallic / 
borosilicate.  
Backings can 
be clear  AR¹ 
PET (for clear 
and dichroic), 
or any color 
spec in metallic 

Clear float, Tempered, 
Heat strengthened, or 
annealed glass.   
Bright satin acid etch*  

 
AR PET or uncoated 
PET for machinable / 
laser cut versions, as 
well as phenolic and 
Satin PET 

1X most 
common 
with  AR¹ 
PET. 
2X only 
possible in 
Short 
Wave and  
Cobblesto
ne.   

1-7/8" max  
Common thickness in 
1X glass is 1/4", 3/16, 
1/4, 3/8, 1/2" etc.  2X 
glass is 5/8", 3/4", 1-
1/8", etc.  
Machinable in PET² is 
3/16" and up.   
 

24 x 96 to 
120" 
Special 
orders 
possible 
for widths 
up to 36" 

This Dichrolam product is  
manufactured in our 
proprietary, patent - pending 
method from our hand made 
molds in-house.    
 
$49.00 - 115.00 psf for 1X, 
$120.00 - 140.00 for 2X 

       

       


